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Pro Serie Backlit Panel Light Specification

 
1. Outside Measurement

2. Product Specifications:
Product Specification 
Model No. 
Product Size 
Electronic Properties 
Input Voltage： 
Rated Power： 
Frequency： 
Efficiency 
Power Factor： 
Luminous Flux output： 
LEDs Properties 
Light Source： 
Color Rendering Index： 
Color Temperature: 
Beam Angle 
Appearance Standard 

Appearance 
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Serie Backlit Panel Light Specification

Outside Measurement: 

Product Specifications: 

 
BPL606050 
595*595*30MM 

 
AC 100-265V 
50W±2W 
50/60Hz 
91% at AC 230V 
＞0.95 
5000lm±10% 

 
SMD2835  
Ra≥80 
2800-3100K 3800-4200K 4700-5200K 5800-6200K
115°±5% 

 
No mechanical damage on the surface, no visible damage on 
the outer surface, no depression, no protuberance, no rust, 
no dirt, no deformation, no fracture 
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Serie Backlit Panel Light Specification 

 

6200K 

No mechanical damage on the surface, no visible damage on 
the outer surface, no depression, no protuberance, no rust, 
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Light Effect 

Other Requests 

Storage Condition: 

Working Condition: 

Packing Information: 
 Net weight:  
Package Size： 

Container size 

 

3. Maintenance: 
 In order to ensure optimum performance, please clean the

(recommended twice a year)
cotton cloth only. 

 Do not use chemical solvents to clean the luminaire, it might damage the 
surface. 

 

4. Attention: 
 As rated voltage is AC220

voltage will cause normal function and life shortage.
 Do not install in the flammable body. In any case, the lamp will not be covered 

with insulation liners or similar material.
 Before installation and replacement of fluorescent Panel li

cut off to keep people safe.
 LED Panel light cannot be seen directly by optical instrument. Degree is 1M.
 Prohibition to be used outdoor or in any place where rain drop. It is forbidden to 

be used in chemicals or in volatile gases.
 The luminaires shall be installed by a qualified electrician and wired in 

accordance with the latest IEE electrical regulations or the national 
requirements. 

 Products and flammable materials to ensure that at least 0.2 m distance, be 
installed to ensure （
can't all installed on the inside of the zenith, or a heat source of the wall, pay 
attention to the low voltage and high voltage wire connect separately.
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When the lamp is lit, face up to 1 meter visually for 3 
seconds without obvious black spots, white spots, dust, 
finger marks or sundries; Slight light leakage on the back is 
acceptable; Male and Female DC connectors 
have obvious color difference (slight color difference 
allows ） 

 
Dry indoor location Temprature：-10℃-40℃
15%-80% 
Dry indoor location Temprature：-10℃-40℃
15%-80% 

 
2.15Kg±5% 
Inner box packing（6 PCS) L625XW295XH645mm
20'GP Container（1100PCS）40'GP Container
40'HQ Container（3000PCS） 

In order to ensure optimum performance, please clean the product regularly 
(recommended twice a year)。When cleaning the product , please use soft 

Do not use chemical solvents to clean the luminaire, it might damage the 

As rated voltage is AC220-240V 50/60Hz, any operation under high or low 
voltage will cause normal function and life shortage. 
Do not install in the flammable body. In any case, the lamp will not be covered 
with insulation liners or similar material. 
Before installation and replacement of fluorescent Panel light, power must be 
cut off to keep people safe. 
LED Panel light cannot be seen directly by optical instrument. Degree is 1M.
Prohibition to be used outdoor or in any place where rain drop. It is forbidden to 
be used in chemicals or in volatile gases. 

luminaires shall be installed by a qualified electrician and wired in 
accordance with the latest IEE electrical regulations or the national 

Products and flammable materials to ensure that at least 0.2 m distance, be 
（that the zenith of periods of 0.2M high, lamps and lanterns 

can't all installed on the inside of the zenith, or a heat source of the wall, pay 
attention to the low voltage and high voltage wire connect separately.
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face up to 1 meter visually for 3 
seconds without obvious black spots, white spots, dust, 

Slight light leakage on the back is 
connectors should not 

have obvious color difference (slight color difference 

℃ Humidity：

℃ Humidity：

6 PCS) L625XW295XH645mm 
40'GP Container（2400PCS）

product regularly 
When cleaning the product , please use soft 

Do not use chemical solvents to clean the luminaire, it might damage the 

under high or low 

Do not install in the flammable body. In any case, the lamp will not be covered 

ght, power must be 

LED Panel light cannot be seen directly by optical instrument. Degree is 1M. 
Prohibition to be used outdoor or in any place where rain drop. It is forbidden to 

luminaires shall be installed by a qualified electrician and wired in 
accordance with the latest IEE electrical regulations or the national 

Products and flammable materials to ensure that at least 0.2 m distance, be 
the zenith of periods of 0.2M high, lamps and lanterns 

can't all installed on the inside of the zenith, or a heat source of the wall, pay 
attention to the low voltage and high voltage wire connect separately.） 
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 After a long period of use (half an year), ac
surface of the lamp, it is necessary to clean the lamps and lanterns, better heat 
after cleaning and longer life. When cleaning, use a blow
cloth wipe, and the liquid is not allowed into the light

 Make sure that the source line of the lamp has enough length, not to be affected 
or cut. Avoid too much tension when fitting the attachment of the lamp and 
don't tie the wire. The output line should be distinguished from other lamps.)

 Always turn off the power supply before cleaning the lamps. Clean with a dry 
cloth. Don't use chemicals or corrosive things to clean.
parameters will be changed after long
doesn't affect the use.
 

-------Over 
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After a long period of use (half an year), according to the amount of dust on the 
surface of the lamp, it is necessary to clean the lamps and lanterns, better heat 
after cleaning and longer life. When cleaning, use a blow-blower to clean or dry 
cloth wipe, and the liquid is not allowed into the light body. 
Make sure that the source line of the lamp has enough length, not to be affected 
or cut. Avoid too much tension when fitting the attachment of the lamp and 
don't tie the wire. The output line should be distinguished from other lamps.)

f the power supply before cleaning the lamps. Clean with a dry 
cloth. Don't use chemicals or corrosive things to clean. The photoelectric 
parameters will be changed after long-term use of the lamp. But it is normal 
doesn't affect the use. 
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cording to the amount of dust on the 
surface of the lamp, it is necessary to clean the lamps and lanterns, better heat 

blower to clean or dry 

Make sure that the source line of the lamp has enough length, not to be affected 
or cut. Avoid too much tension when fitting the attachment of the lamp and 
don't tie the wire. The output line should be distinguished from other lamps.) 

f the power supply before cleaning the lamps. Clean with a dry 
The photoelectric 

term use of the lamp. But it is normal 


